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TYPICAL SECTION
STA. 0+32 TO STA. 18+99

TYPICAL GUTTER SECTION
STA. 18+99 TO STA. 38+00

LEGEND
EXISTING SUB-BASE
EXISTING P.C.C PAVEMENT
EXISTING GUTTER
EXISTING CURB AND GUTTER
PROPOSED BITUMINOUS MATERIALS (PRIME COAT)
PROPOSED AGGREGATE (PRIME COAT)
PROPOSED LEVELING BINDER (MACHINE METHOD), NTO 1
PROPOSED HOT MIX ASPHALT SURFACE COURSE, MIX "D", NOO-1.5"
PROPOSED AGGREGATE SHOULDER, TYPE B

#SEE SAFETY E£0GE DETAIL
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TYPICAL GUTTER SECTION
SIDE ROADS
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EDGE OF PAVEMENT/SHOULDER
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SAFETY EDGE DETAIL
LOCATIONS 1 & 3
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STATE OF ILLINOIS

DEPARTMENT OF TRANSPORTATION

TYPICAL SECTIONS
LOCATION 1

VAR
RIE,

SELTION COUNTY

SHEETS
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SCALE: VSREET NO. OF SHEETS | STA. 1O STa.

CONTRACT NO. 76F08

FEG, RGAD DIST. NO.
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